Controlling of the Energy Manager via UDP
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Addressee Index Addition Action -Description
ouT 1 0 Output 1 switching off
1 Output 1 switching on
2 Output 1 switching over
? Output 1 state inquiry
IMP 00:00:01 0/1/2 Output 1 switching impulse
T ? Temperature inquiry
U ? Voltage inquiry
I ? Current inquiry
cos ? Phase shift inquiry
P ? Effective power inquiry
S ? Apparent power inquiry
Q ? Reactive power inquiry
E ? Energy inquiry
SONT (Switching on Time) ? Switching on time, output 1
SONT (Switching on Time) 0 Reset of switching on time, output 1
TIMER 1 bis 20 OFF Time switch channel x, switching off
hh:mm:ss 1/0 Time switch channel x daily
MO TU(days of
hh:mm:ss week) etc. 1/0 Time switch channel x weekly
hh:mm:ss day 1/0 Time switch channel x monthly
hh:mm:ss datum 1/0 Time switch channel x once
? Time switch settings inquiry
TEMPCON / POWERCON ON Surveillance always on
OFF Surveillance off
0) Surveillance IF output ON
00 Temperature surveillance IF output OFF
?

State of surveillance inquiry
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MIN xx/? Input of Min-value
MAX xx/? Input of Max-value
MINAKT 0/1/? Min-value enable/disable
MAXAKT 0/1/? Max-value enable/disable
AKTION MAIL 0/1/? If limit exceeded send E-mail
AKTION 0/? If limit exceeded do not switch
AKTION 1/7? If limit exceeded switch ON
AKTION 217 If limit exceeded switch OFF
If Max-value is exceed perform action (only valid for
TEMPCON MAXAKTION 0/1/2/7? the temperature measurement)
If Min-value is exceed perform action (only valid for
TEMPCON MINAKTION 0/1/2/7? the temperature measuremen)
If Max-value is exceed perform action (only valid for
TEMPCON MAXAKTION MAIL 0/1/? the temperature measurement)
If Min-value is exceed perform action (only valid for
TEMPCON MINAKTION MAIL 0/1/? the temperature measurement)
POWERCON DELAY 0...9/? Setting of switching delay at power measurement

The program UDPSend.exe allows the comfortable sending of UDP-commands. The syntax is as follows:
UDPSend.exe IP-Adress UDP-Port "Command line".
Important! There are spaces in the command line. The command line is in between quotation marks.

Examples:
UDPSend.exe 192.168.0.4 30303 "OUT1 1"
UDPSend.exe 192.168.0.4 30303 "I ?"

UDPSend.exe 192.168.0.4 30303 "TIMER1 12:00:00 1"
UDPSend.exe 192.168.0.4 30303 "TIMER2 12:00:00 0"
UDPSend.exe 192.168.0.4 30303 "OUT1 IMP 00:00:10 1"
UDPSend.exe 192.168.0.4 30303 "TEMPCON MAX 10"

UDPSend.exe 192.168.0.4 30303 "TEMPCON MAXAKTION 1"

Switches output 1 on

Current inquiry

Time switch channel 1: Switching on output 1 daily at 12:00
Time switch channel 2: Switching off output 1 daily at 12:00
Switching on output 1 for 10 seconds

Setting the limit of the Max-value to 10°C

If the Max-value is exceeded, the output will be switched on
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